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Standard IMX477 with Metal HousingStandard IMX477 MIni IMX477

SKU

Optical Format

Resolution

Pixel Size
IR Sensitivity

Interface

Default Lens Mount

Lens Option

Video Modes on Raspberry Pi

Board Size

Lens Focal Length

Lens Aperture(F)

Field of View

Back Focal Length

MOD

Lens Dimention

Weight

B0240

1/2.3" (diagonal 7.857mm)

4056(H) x 3040(V) 12.3MP

1.55um x 1.55um
Visible light

4-lane MIPI CSI-2

CS-Mount

CS/C/M12

1080p30, 720p60 and 640 × 480p60/90

38×38mm

6mm

F1.2

65° (H)

7.53mm

0.1m

Φ30×31mm

70g

B0241

1/2.3" (diagonal 7.857mm)

4056(H) x 3040(V) 12.3MP

1.55um x 1.55um
Visible light

4-lane MIPI CSI-2

CS-Mount

CS/C/M12

1080p30, 720p60 and 640 × 480p60/90

38×38mm

6mm

F1.2

65° (H)

7.53mm

0.1m

Φ30×31mm

203g(include housing and tripod)

B0262

1/2.3" (diagonal 7.857mm)

4056(H) x 3040(V) 12.3MP

1.55um x 1.55um
Visible light

2-lane MIPI CSI-2

M12-Mount

M12 only

1080p30, 720p60 and 640 × 480p60/90

24×25mm

3.9mm

F2.8

80° (H)

4.49mm

0.3m

Φ14×18.67mm

10g


